REPLACE YOUR WORN OUT ORBITRONS
WITH ECONOMICAL ELECTROMAGNETIC
DRIVES.

The Orbitron replacement drive package was
developed to provide flow rate adjustment using a
maintenance-free VF electromagnetic drive. The
replacement drive package changes the
characteristics of the Orbitron brute force
mechanical rotary drive to a two-mass
electromagnetic drive.

This economical, lightweight, electromagnetic
drive features a universal low-frequency coil with a
fully adjustable stroke and smooth start/stop action
for controlled feeding at each discharge point in
your line. This unique design achieves optimum
performance without using the conventional frame
and flexure design.

The VF Advance drive is completely enclosed and
maintenance free. Any tuning necessary can be
done from the outside of the drive. The VF
Advance drive’s maximum flow rates will meet or

exceed the Orbitron’s. Benefits:
- No maintenance

Reduced pan fatigue failures
Improved startup and shut down

characteristics
CONTACT US TO ORDER TODAY . Pulsed start/stop operation available on

some units
Fewer springs to the conveyor
Improved level of control
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ORBITRON DRIVE

SPECIFICATIONS:
The basic drive replacement package
Includes:
Site visit from PPM engineer
Drive
Controller
Installation crew
All mounting hardware

12 month warranty**
(**drive unit only)

**\Warranty does not include pan Smaller, with more punch

or pre-existing conditions. The new drive package is much smaller than the existing Orbiton
drive for easy retrofit. It can be used in different configurations
for different width pan units.

Each drive coil will drive up to 500 Ibs. of pan weight. Heavier pans require
multiple drive coils and multiple control modules.

If there is history of pan failures, an engineer site visit is required to
determine the cause before the drive conversion is applied. An engineer will
inspect each installation after it is completed to insure proper operation.

Data requwed for each proposed drive installation
Pan weight, base weight, and current geometry
Model number and serial number, if available
Current trough stroke
Material description and density
Material capacity requirements
Available supply voltages; if 230 volt power is not available,
transformer or additional wiring price will be negotiated.
Speed control feedback signal if applicable
Any changes made to unit after initial installation
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