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DO YOU HAVE AN STS (STROKE TUNING 
STABILIZER) WORKING FOR YOUR 
MECHANICAL CONVEYOR? 

 
The STS is available for any Ultra, BL, and LBL conveyors 
supplied by PPM Technologies, a former business of FMC 
FoodTech: Allen Systems. Stroke tuning will improve the 
performance of your conveyor as well as extend its life. 
 
OVERSTROKING  

·  Springs degradation (or breakage) over time causes 
a conveyor to overstroke to compensate for the 
decreased spring rate. 

·  Overstroking can affect spring life, conveyor 
performance and conveyed product quality. 

 
STS SOLUTION 

·  Sensor feedback monitors conveyor stroke. 
·  As the springs degrade the STS will adjust the 

conveyor’s speed to keep it tuned. 
·  Therefore increasing the life of the springs and the 

conveyor. 
 
FEATURES AND BENEFITS 

·  Stroke tuning (STS) reduces maintenance time and 
increases spring life. 

·  STS prevents the conveyor from entering a 
damaging overstroke condition. 

·  An indicator light provides user feedback if control 
has reached a minimum speed and maintenance is 
required. 

·  CE rated. 
·  STS can be incorporated to your system control 

panel. 
 

REQUIREMENTS 
·  Variable Frequency Drive (VFD not included). 
·  Single Phase AC Power 90-264VAC, 60/50HZ. 
·  Installation by customer or PPM Technologies can 

offer Service Installation to be sold separately.  
(Installation time approximately 1-2hrs) 
 
 
 
 

STS – STROKE TUNING STABILIZER  

STS INCLUDES 
·  Sensor 
·  Sensor Flag 
·  Sensor Mount & Hardware 
·  Controller, Nema 4X/IP66 Stainless Steel Enclosure 
·  Owners Manual  

 
STS PART NUMBERS 

·  For Ultra & LBL conveyors use P/N: 708606-A 
·  For BL conveyors use P/N: 708606-B 

 

 

 


